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27.375
or

21.375

1

2

Mark side of storage tower for required height:•
27.375 for worksurface height
21.375 for low height

and attach L-bracket to side of storage tower with screws.
Move storage tower into position.•

GAP

1.5
WIRE

MANAGEMENT

FLUSH TO
BACK OF TOP

Back of storage tower should be flush to back edge of worksurface.•
Position worksurface on cantilever brackets and L-bracket keep 1.5"•
gap for wire management, if needed.
Attach with screws.•

TALL STORAGE TO
WORKSURFACE CONNECTION
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2

2

USER EDGE

BACK EDGE

BOTTOM SIDE
OF TOP

BOTTOM SIDE
OF TOPS

UPPER TOP

Flip upper top over and mount riser•
support to bottom side.
Space riser support 2" from back edge•
and 2" off edge.
Screw L-brackets in boxed in area to •
top.

1

PENCIL MARKS

SIDES AND BACKS
TO BE FLUSHUPPER TOP

LOWER TOP

FACE SIDE
OF TOP

DRILL 1/8" HOLES

LOWER TOP

PILOT BORE BOTTOM
OF RISER SUPPORT

LOWER TOP

UPPER TOP4

FACE SIDE
OF TOPS

RISER SUPPORT INSTALLATION

Flip upper top with attached riser supoort •
over and align upper top with lower top.
Pencil mark corners of riser spport.•

Remove upper top with attached riser•
support.
Bore three 1/8" holes through lower top.•
Holes should be 1/2" to the inside of the•
pencil marks.

Replace upper top with attached riser•
support.
From underneath lower top, pilot bore•
three 1/8" holes into bottom of riser
support.
Screw lower top to riser support using•
three screws.

2

3

 



WORKSURFACE HEIGHT
FOLD-DOWN BACK

WORKSURFACE HEIGHT
FINISHED BACK

ATTACH CASE SPACERS
TO WORKSURFACE

WORKSURFACE HEIGHT
UNFINISHED BACK

ATTACH CASE SPACERS
TO WORKSURFACE

LOW HEIGHT
UNFINISHED BACK

ATTACH TOP PANEL
TO WORKSURFACE

LOW HEIGHT
FINISHED BACK

ATTACH TOP PANEL
TO WORKSURFACE

LOW HEIGHT
FOLD-DOWN BACK

ATTACH TOP PANEL
TO WORKSURFACE

ATTACH BRACKETS
TO WALL PANEL

ATTACH BRACKETS
TO WALL PANEL

ATTACH BRACKETS
TO WALL PANEL

TOP VIEW

TOP VIEW

ATTACH CASE SPACERS
TO WORKSURFACE

PEDESTAL INSTALLATION
PART 1

TOP VIEW

 

31



32

ATTACH CASE SPACERS
TO WORKSURFACE

ATTACH BRACKETS
TO WALL PANEL

PILOT BORE AND
SCREW PEDESTAL
TO END PANEL

PEDESTAL INSTALLATION
PART 2

PEDESTAL ATTACHED
TO END PANEL
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Refer to Electrical Plan Drawing for locations of receptacles.•

Circuit numbers appear on the face of each receptacle.•

Match circuit numbers to Electrical Plan Drawing.•

IF RECEPTACLE LOCATIONS DO NOT MATCH PLAN DRAWING,•
CIRCUITS CAN BE OVERLOADED.

Push receptacle straight back into opening in block face.•

Slide receptacle to the left until locked into place.•

Slide block clip into grooves on top of block and snap in place.•

Position block clip 3/8" from back edge of work surface and•
screw in place.

Repeat for all blocks.•

.375

BLOCK CLIP

8 WIRE ELECTRICAL INSTALLATION
PART 2

1

2
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.5

RECEPTACLE
CLIP

4 WIRE ELECTRICAL INSTALLATION
PART 2

Refer to Electrical Plan Drawing for locations of receptacles.•

Circuit numbers appear on the face of each receptacle.•

Match circuit numbers to Electrical Plan Drawing.•

IF RECEPTACLE LOCATIONS DO NOT MATCH PLAN DRAWING,•
CIRCUITS CAN BE OVERLOADED.

Hold receptacle in specified location against bottom of worksurface•
and pencil mark clip location; approximately 1/2" from back edge of
worksurface.

Remove receptacle and screw clip in place.•

Snap receptacle into clip.•
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96
48

32
16

Midpoint

TWO BRACKETS

96
48

30
60

Midpoint

THREE BRACKETS

PLACE BRACKETS
ON PANELS.

DO NOT TIGHTEN!
POCKETS

LIFT SHELF/ORGANIZER AND SECURELY TIGHTEN ALL SOCKET HEAD SCREWS WITH 3/16"•
ALLEN WRENCH.
CHECK PRESS FIT BRACKETS TO ENSURE THEY ARE SECURELY AFFIXED TO PANELS FOR MAXIMUM•
RIGIDITY.
SCREW BRACKETS TO SHELF/ORGANIZER.•

3

TIGHTEN

SHARED SHELF/ORGANIZER
INSTALLATION

POSITION SHELF/ORGANIZER IN DESIRED LOCATION.•
ALIGN BRACKETS WITH POCKETS.•

1

2

All wall panels, work surfaces and work surface
supports (including drawer pedestals,) must be
in final installed postion and securely assembled
before installing shared overhead units.

NOTE:  THE USE OF THE PRESS FIT BRACKETS IN CONJUNCTION WITH A SHELF
OR ORGANIZER MEET OR EXCEED APPLICABLE BIFMA AND ANSI STANDARDS.
HOWEVER, MINIMAL MOVEMENT IN THE SHELF OR ORGANIZER IS ACCEPTABLE
AND SHOULD BE EXPECTED FOLLOWING INSTALLATION.
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PLACE ORGANIZER ON SHELF.•

1

FLUSH

FLUSH

POSITION ORGANIZER ON SHELF SO BOTTOM IS FLUSH WITH SHARED SHELF.•

3

REPLACE SHELF SCREWS WITH
LONGER SCREWS PROVIDED

WITH ORGANIZER.

SHELF MOUNTED SHARED
ORGANIZER INSTALLATION

2
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4

WOOD MODESTY INSTALLATION

Modesty pressed
against back of

pedestal

4

ACRYLIC MODESTY INSTALLATION

Assembled bracket
and modesty panel

pressed against
back of pedestal

Reversed
Bracket

Assemble modesty brackets to modesty•
panel by screwing bolts through bracket
and into insert nuts in modesty panel.
Position modesty four inches from edge•
of pedestal pressed against pedestal
back panel.
Screw brackets to bottom of worksurface.•

Assemble modesty brackets with screw caps•
to modesty panel by screwing bolts through
bracket, acrylic modesty panel and into
screw caps.
Reverse brackets that are positioned directly•
behind a pedestal.
Position modesty four inches from edge•
of pedestal pressed against pedestal
back panel.
Screw brackets to bottom of worksurface.•
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11.75

11.5

TOP EDGE

Attach brackets to modesty panel.•

Tighten screws.•

TIGHTEN

FRONT EDGE MODESTY PANEL

Attach assembled modesty panel to appraoch edge of worksurface.•

Tighten screws.•
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1

1

PRIVACY PANEL INSTALLATION

Position brackets on bottom edge of privacy panel, usually 8 inches from edge of panel.•

Assemble two halves of brackets with privacy panel between two halves.•

Tighten screws to secure panel in place.•

Hang completed assembly on top edge of wall panel, leaving 1 inch gap on either•
side of privacy panel.

Panel and bracket locations may vary.  Consult Plan Drawing. •
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1

SPINE WALL
PRIVACY PANEL

WORKSURFACE
PRIVACY PANEL

TIGHTEN
BOLT

Position brackets on bottom edge of privacy panel, usually 8 inches from edge of panel.•
Assemble two halves of brackets with privacy panel between two halves.•
Tighten screws to secure panel in place.•
Hang completed assembly on top edge of spine wall panel, leaving 1 inch gap on either•
side of privacy panel.
Panel and bracket locations may vary.  Consult Plan Drawing. •

Position brackets on front and back edges of worksurface where work stations•
are to be divided.•
Tighten bolt on bottom of brackets to hold in place.•
Assemble two halves of brackets with privacy panel between two halves.•
Tighten screws to secure panel in place.•
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HOLD FLUSH
TO TOP EDGE

1

TACKBOARD WITH TOOLBAR ONLY

LIFT TOP SECTION OF TACKBOARD AWAY•
FROM TOOLBAR.
SCREW TOP FLANGE TO WALL PANEL.  •

2

PEEL BACKERS OFF
OF VELCRO STRIPS

3

TACKBOARD WITH TOOLBAR

STANDARD TACKBOARD

TACKBOARD WITH TOOL BAR ONLY

HOLD TOP SECTION OF TACKBOARD•
FLUSH TO TOP OF WALL PANEL.
USE TACKBOARD SECTION AS A GAUGE•
FOR POSITIONING TOOLBAR.
DO NOT ATTACH TACKBOARD TO WALL•
PANEL AT THIS TIME.
SCREW BOTTOM FLANGE TO WALL PANEL.  •

TACKBOARD INSTALLATION

PEEL BACKERS OFF OF VELCRO STRIPS.•
CAREFULLY POSTION TACKBOARD IN DESIRED•
LOCATION.
APPLY PRESSURE TO TACKBOARD FOR GOOD•
ADHESIVE BOND.
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LOW HEIGHT

PROTECTIVE
BACKING

DUAL-LOCK
STRIPS

FLUSH
FLUSH

SEAT CUSHION INSTALLATION

BENCH HEIGHT

Peel protective backing from•
Dual-Lock strips to expose
adhesive.

CHECK PLAN DRAWING FOR CUSHION LOCATIONS

Postion cushion where desired with back•
edge flush to back edge of case.  
Usually the cushion will also be flush•
to the side of the case.
There will be a 7/8" overhang to the top,•
1/8" overhang to the drawer front, if present.
Apply pressure to cushion to seat the adhesive.•
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